
　　　　　　　　

           200 custom macro common variables

           ATC: 12 stations	

　 　　　 Number of registered programs: 200

　 　　　 Chip conveyor (front right out)
　 　　　 In-machine tool presetter
　 　　　 Program storage capacity 320m

　 　　　 CAPS-L (dialogue function)
　 　　　 MAPPSⅡ

　　　　　Machine height: 2,120 mm

　　　　　

　　　　　Travel of tail stock: 734 mm

　　　　  10 inch 3-jaw hollow chuck (Kitagawa BB210A)

　　　　　Machine weight: 6,100 kg

　　　　　Tailstock taper hole: Milling center (MT5)

　　　　　Required floor surface: 3,100 x 1,923 mm

Brand MORI SEIKI　CNC Lathe

　　　　　　≪Specifications≫

Model NL2500Y/700　　　Year: 2005　

　　　　　Swing on bed: 755 mm 

　　　　　Max. work length: 705 mm

　　　　　Milling speed: 6,000 rpm

　　　　　　≪Options≫

Control： MSX-850BM (Meldas)　S/No. NL251EF0968

　　　　　Max. work diameter: 356 mm

　　　　　Travel X: 260 Y: 100 (±50) Z: 795 mm
　　　　　Spindle maximum speed: 4,000rpm
　　　　　Through-spindle hole diameter: φ91 mm

　　　　　Min. indexing: C:0.001°








